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CABLE CONSTRUCTION DIAGRAM
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(No./mm) | (mm) () | Gum) | (un) (€)/m,20°C, ) (VAC,Smin)
2 2.35 080 355X6.30 2000
2 061 235 080 6.30 2000
0.75 24/020 1.13 3 061 235 082 670 26.0 2000
4 061 235 082 730 2000
PRODUCT DESCRIPTION 5 061 235 093 820 2000
@ Rated temperature: 70°C 2 060 250 080 6.60 2000
®Rated voltage: 300/500V 3 060 250 086 7.10 2000
@®Standard: GB5023.5-1997 1 32/020 131 _4 060 250 093 7.90 19.5 2000
@®Stranded tinned or bare copper con- 5 060 250 093 860 2000
ductor 0.75~2.5mm? 2 071 300 080 760 2000
®PVC insulation ,passes RoHS envi- 3 071 300 092 830 2000
ronmental standard 15 30025 158 4 071 300 108 9.40 - 2000
@®PVC jacket ,passes RoHS environ- 5 071 300 115 1040 2000
mental standard 2 082 365 1.00 930 2000
@ Passes GB12666.2 flame test 3 082 365 107 1000 2000
@ Uniform insulation thickness to 55 49/025 202 > 082 365 119 1120 g 2000
ensure easy stripping and cutting 5 082 365 132 1250 2000
@®For general purpose use for power
supply cord
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NOTE: The product's detailed description please refer to the specification for approval




