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PRODUCT DESCRIPTION 6 026 090 16/6/0.10 051 425 2000
®Rated temperature: 125°C 7 026 090 16/6/0.10 051 4.25 2000
®Rated voltage: 300V —
@Standard: UL758 UL1581 8 026 090 16/6/0.10 051 455 2000
® 5Solid or stranded ,tinned or bare 2 026 100 16/4/0.10 045 345 2000
copper conductor 3 026 100 16/5/0.10 045 3.60 2000
@ XLPE insulation , RoHS compliant. —
@ Cores cabled under aluminum mylar 26 7016 o048 4 026 100 16/5/0.10 045 390 45 s
shield 5 026 100 16/6/0.10 051 4.25 2000
®Tinned or bare copper stranded 6 026 100 16/6/0.10 051 460 2000
drain wire
@ Tinned or bare copper wire braid 2 025 110 16/5/0.10 045 3.65 2000
shield up to 85% 3 025 110 16/5/0.10 045 3.85 2000
O;LPEP Dk Roooggrage . 24 11/016 061 94.2
Jacket, compliant. 4 025 110 16/6/010 051 430 2000
@ Al-mylar shield IR
@Passes CSA FT2 flame test 5 025 110 16/6/0.10 051 4.55 2000
@ For general purpose internal wiring
of appliance
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NOTE: The product’s detailed description please refer to the specification for approval




